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Scaling factors below can be used to 
estimate CBCP, Lumen Ouput, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.12
3000 1.14
3500 1.19
4000 1.22

>90

2700 0.96
3000 1.00
3500 1.05
4000 1.07
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Information based on LE2-0400 90 CRI 3000K Light Engine. For more in depth photometric data, visit 
https://www.vision3lighting.com/prod/sub/4/20/ or https://www.vision3lighting.com/prod/sub/4/22/
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Scaling factors below can be used to 
estimate CBCP, Lumen Ouput, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.12
3000 1.14
3500 1.19
4000 1.22

>90

2700 0.96
3000 1.00
3500 1.05
4000 1.07

12' 8' 4' ℄ 4' 8' 12'
Beam Spread

Well Light LE2-0700 90CRI 3000K 15°
 6605 CBCP - 403 Lumens

Di
st

an
ce

 F
ro

m
 La

m
p

20' 17 Beam
 Footcandles

16' 26

12' 46

8' 103

4' 413

Beam Spread

8' 37

4' 148

12' 8' 4' ℄ 4' 8'

Di
st

an
ce

 F
ro

m
 La

m
p

20' 6 Beam
 Footcandles

16' 9

12' 16

12'

Well Light LE2-0700 90CRI 3000K 24°
2266 CBCP - 392 Lumens

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

Beam
 Footcandles

16' 4

12' 7

8' 16

4' 63

Well Light LE2-0700 90CRI 3000K 36°
1003 CBCP - 364 Lumens

Di
st

an
ce

 F
ro

m
 La

m
p

20' 3

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

Beam
 Footcandles

16' 2

12' 4

8' 10

4' 39

Well Light LE2-0700 90CRI 3000K 55°
519 CBCP - 396 Lumens

Di
st

an
ce

 F
ro

m
 La

m
p

20' 2

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

Beam
 Footcandles

16' 2

12' 4

8' 10

4' 39

Well Light LE2-0700 90CRI 3000K 65°
626 CBCP - 407 Lumens

Di
st

an
ce

 F
ro

m
 La

m
p

20' 2

Information based on LE2-0700 90 CRI 3000K Light Engine. For more in depth photometric data, visit 
https://www.vision3lighting.com/prod/sub/4/20/ or https://www.vision3lighting.com/prod/sub/4/22/
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Scaling factors below can be used to 
estimate CBCP, Lumen Ouput, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06
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Information based on LE2-1000 90 CRI 3000K Light Engine. For more in depth photometric data, visit 
https://www.vision3lighting.com/prod/sub/4/20/ or https://www.vision3lighting.com/prod/sub/4/22/


