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Information for 350mA C01 90 CRI 3000K Light Engine. For more in depth photometric data, see 
website or contact Vision3 Lighting.
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80
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3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06
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Remote Driver COB LED Light Engine - C01
C01 @ 350mA Light Engine Only (no cap)
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06
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Remote Driver COB LED Light Engine - C01
C01 @ 500mA Light Engine Only (no cap)
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

Remote Driver COB LED Light Engine - C01
C01 @ 700mA Light Engine Only (no cap)
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

Remote Driver COB LED Light Engine - C01
C01 @ 350mA in Fixture w/ C1 Cap
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

Remote Driver COB LED Light Engine - C01
C01 @ 500mA in Fixture w/ C1 Cap
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06
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Remote Driver COB LED Light Engine - C01
C01 @ 700mA in Fixture w/ C1 Cap
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

Remote Driver COB LED Light Engine - C01
C01 @ 350mA in Fixture w/ C2 Cap
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06
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Remote Driver COB LED Light Engine - C01
C01 @ 500mA in Fixture w/ C2 Cap
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06
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Remote Driver COB LED Light Engine - C01
C01 @ 700mA in Fixture w/ C2 Cap
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Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

Remote Driver COB LED Light Engine - C01
C01 @ 350mA in Fixture w/ C3 Cap
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Scaling factors below can be used to 
estimate CBCP, Lumen Ouput, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

500mA C01 90CRI 3000K 15°
9227 CBCP - 1385 Lumens
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20' 23 Beam
 Footcandles

16' 36

12' 64

8' 144

4' 577

12' 8' 4' ℄ 4' 8' 12'
Beam Spread

Beam
 Footcandles

16' 27

12' 49

12'

500mA C01 90CRI 3000K 24°
7005 CBCP - 1392 Lumens

Beam Spread

8' 109

4' 438

12' 8' 4' ℄ 4' 8'
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20' 18

500mA C01 90CRI 3000K 36°
3813 CBCP - 1349 Lumens
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16' 15

12' 26

8' 60

4' 238

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

500mA C01 90CRI 3000K 55°
2283 CBCP - 1452 Lumens
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16' 9

12' 16

8' 36

4' 143

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

500mA C01 90CRI 3000K 65°
1945 CBCP - 1370 Lumens
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16' 8

12' 14

8' 30

4' 122

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

Remote Driver COB LED Light Engine - C01
C01 @ 500mA in Fixture w/ C3 Cap
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Information for 700mA C01 90 CRI 3000K Light Engine with C3 style cap. For more in depth pho-
tometric data, see website or contact Vision3 Lighting.

Scaling factors below can be used to 
estimate CBCP, Lumen Ouput, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

700mA C01 90CRI 3000K 15°
11,693 CBCP - 1755 Lumens
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16' 46

12' 81

8' 183

4' 731

12' 8' 4' ℄ 4' 8' 12'
Beam Spread

Beam
 Footcandles

16' 36

12' 64

12'

700mA C01 90CRI 3000K 24°
9146 CBCP - 1818 Lumens

Beam Spread

8' 143

4' 572

12' 8' 4' ℄ 4' 8'
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700mA C01 90CRI 3000K 36°
5010 CBCP - 1773 Lumens
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20' 13 Beam
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16' 20

12' 35

8' 78

4' 313

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

700mA C01 90CRI 3000K 55°
3131 CBCP - 1991 Lumens
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16' 12

12' 22

8' 49

4' 197

12'
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12' 8' 4' ℄ 4' 8'

700mA C01 90CRI 3000K 65°
2575 CBCP - 2011 Lumens
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16' 10

12' 18

8' 40

4' 160

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

Remote Driver COB LED Light Engine - C01
C01 @ 700mA in Fixture w/ C3 Cap
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Information for 350mA C01 90 CRI 3000K Light Engine with C4 style cap. For more in depth pho-
tometric data, see website or contact Vision3 Lighting.

Di
st

an
ce

 F
ro

m
 La

m
p

350mA C01 90CRI 3000K 15°
6999 CBCP - 959 Lumens20' 18 Beam

 Footcandles

16' 27

12' 49

8' 110

4' 439

12' 8' 4' ℄ 4' 8' 12'
Beam Spread

Beam
 Footcandles

16' 21

12' 37

12'

350mA C01 90CRI 3000K 24°
5238 CBCP - 943 Lumens

Beam Spread

8' 82

4' 330

12' 8' 4' ℄ 4' 8'
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20' 13

350mA C01 90CRI 3000K 36°
2871 CBCP - 881 Lumens

Di
st

an
ce

 F
ro

m
 La

m
p

20' 7 Beam
 Footcandles

16' 11

12' 20

8' 45

4' 180

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

350mA C01 90CRI 3000K 55°
1709 CBCP - 948 Lumens
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20' 4 Beam
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16' 7

12' 12

8' 28

4' 112

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

350mA C01 90CRI 3000K 65°
1444 CBCP - 834 Lumens
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20' 4 Beam
 Footcandles

16' 6

12' 10

8' 23

4' 92

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

Remote Driver COB LED Light Engine - C01
C01 @ 350mA in Fixture w/ C4 Cap
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Information for 500mA C01 90 CRI 3000K Light Engine with C4 style cap. For more in depth pho-
tometric data, see website or contact Vision3 Lighting.

Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

500mA C01 90CRI 3000K 15°
9802 CBCP - 1343 Lumens
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16' 38

12' 68

8' 154

4' 614

12' 8' 4' ℄ 4' 8' 12'
Beam Spread

Beam
 Footcandles

16' 29

12' 51

12'

500mA C01 90CRI 3000K 24°
7335 CBCP - 1321 Lumens

Beam Spread

8' 115

4' 462

12' 8' 4' ℄ 4' 8'
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500mA C01 90CRI 3000K 36°
4021 CBCP - 1235 Lumens
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8' 63

4' 252
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12' 8' 4' ℄ 4' 8'

500mA C01 90CRI 3000K 55°
2393 CBCP - 1329 Lumens
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4' 156
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12' 8' 4' ℄ 4' 8'

500mA C01 90CRI 3000K 65°
2022 CBCP - 1168 Lumens
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16' 8

12' 14

8' 32

4' 129

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

Remote Driver COB LED Light Engine - C01
C01 @ 500mA in Fixture w/ C4 Cap
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Information for 700mA C01 90 CRI 3000K Light Engine with C4 style cap. For more in depth pho-
tometric data, see website or contact Vision3 Lighting.

Scaling factors below can be used to 
estimate CBCP, Lumen Output, and 

Footcandles at available CRI and Color 
Temperatures. 

CRI Color Temperature Scaling Factor

>80

2700 1.09
3000 1.14
3500 1.16
4000 1.18

>90

2700 0.94
3000 1.00
3500 1.02
4000 1.06

700mA C01 90CRI 3000K 15°
12,422 CBCP - 1702 Lumens
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16' 49

12' 86

8' 195

4' 778

12' 8' 4' ℄ 4' 8' 12'
Beam Spread

Beam
 Footcandles

16' 38

12' 67

12'

700mA C01 90CRI 3000K 24°
9577 CBCP - 1725 Lumens

Beam Spread

8' 151

4' 603

12' 8' 4' ℄ 4' 8'
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700mA C01 90CRI 3000K 36°
5284 CBCP - 1622 Lumens
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Beam Spread

12' 8' 4' ℄ 4' 8'

700mA C01 90CRI 3000K 55°
3282 CBCP - 1822 Lumens
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700mA C01 90CRI 3000K 65°
2662 CBCP - 1538 Lumens
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16' 11

12' 19

8' 42

4' 170

12'
Beam Spread

12' 8' 4' ℄ 4' 8'

Remote Driver COB LED Light Engine - C01
C01 @ 700mA in Fixture w/ C4 Cap




